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Type A B C D E F H K L M N
mm mm mm mm mm mm mm mm mm mm mm
ARFM.AT-S 460 130 130 210 104 95 65 M8 KANAL / SLOT
ARFM.4T-M 510 130 130 210 104 95 65 M8 KANAL / SLOT
ARFM.4T-L 560 130 130 210 104 95 65 M8 KANAL / SLOT
ARFM.5T-L 618 180 - 168 140 105 88 47 180 286 40
ARFM.6T-L 655 | 180 - 185 150 115 95 50 20 290 46
Type KW/HP Rpm HZ Volt Ampere kg PENS/COLLETS
ARFM.4T-S2 3/4 12000 200 380v.3~ 6 21.5
ARFM.4T-S3 4/55 18000 300 380v.3~ 8.2 21.5
ARFM.4T.M2 4/55 12000 200 380v.3~ 8.2 25.5 BT 30 ER 25
ARFM.4T-M3 5.5/7.5 18000 300 380v.3~ 12 25.5 1-16 mm
ARFM.4T-L2 55/7.5 12000 200 380v.3~ 12 29.5
ARFM.4T-L3 7.5/10 18000 300 380v.3~ 15.5 29.5 BT 30 ER 32
ARFM.5T-L1 6/8 6000 200 380v.3~ 13.8 44 2-20 mm
ARFM.5T-L2 9/12 12000 400 380v.3~ 18.5 44
ARFM.6T-L1 9/12 6000 200 380v.3~ 18.5 54
ARFM.6T-L2 12.5/17 12000 400 380v.3~ 26 54

(021) 33913364 - 33951660
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ARFM.4K TAKIM DEGISTIRMELI MOTOR KLEMENS BAGLANTI SEMASI
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ARFM.4K AUTOMATIC TOOL CHANGE SPINDLE WIRING DIAGRAM

Tool Change Button
Pneumatic valve

Cooling Fan

220 Volt 50 Hz

B | 5-Button (Brown)
Control 5 5 matic valve (Black) |
- 2-Cooling Fan (Grey)

Inputs |
1-Neutral (Yellow -Green)

R Power Input
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380v.300 Hz

Pressured Air @8 mm Easy Fixing
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ARFM.5T-L2 OTOMATIK TAKIM DEGISTIRMELI (ATC) SPINDLE

HAVA GIRISI @8mm MIN. 6 BAR

BU GIRIS TAKIM DEGISTIRME ICIN PNOMATIK

PISTONU AKTIF HALE GETIRMEK ICIN KULLANILIR.
MOTOR ICERISINDE ENTEGRE BIR SELENOID VALF
YOKTUR. MOTORUN YANINDA VERILEN SELENOID VALF
HAVA GIRISINE MUMKUN MERTEBE YAKIN BIR KONUMA
MONTE EDILMELIDIR.
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HAVA GIRISI @6mm

BU GIRIS KONIK TEMIZLIGI IGINDIR. KONIK TEMIZLEME ISLEMI
SADECE TAKIM DEGISTIRME PISTONU AKTIFKEN GERCEKLES-
TIRILMELIDIR. BURAYA SADECE TAKIM DEGISTIRME PISTONUNA
HAVA VERILDIGINDE HAVA VERILMELIDIR. AKS| TAKDIRDE RULMAN-
LARIN ZARAR GORME OLASILIGI VARDIR.
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ARFM.5T-L2 AUTOMATIC TOOL CHANGE SPINDLE (BT30)

AIR INLET @8mm MIN. 6 BAR

THIS INLET WILL ACTIVATE THE PNEUMATIC
PISTON TO PERFORM TOLL CHANGE ACTION.
THERE IS NO INTEGRATED SELENOID VALVE,

THE EXTERNAL VALVE, CAN BE FOUND IN THE PACKAGE,
SHOULD BE PLACED AS CLOSE AS POSIBBLE TO THE AIR INLET
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THIS INLET IS FOR CONIC CLEANING, THE PRESURIZED AIR
APLLIED HERE WILL GO OUT THROUGH THE CONIC TAPER
OF THE SPINDLE IN ORDER TO AVOID DUST CONTAMINATION.
THIS INLET SHOULD ONLY BE USED WHEN THE PNEAUMATIC
PISTON IS PRESURIZED. OTHERWISE DAMAGES ON THE
BEARINGS IS POSSIBLE.
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ARFM.6T-L1 OTOMATIK TAKIM DEGISTIRMELI (ATC) SPINDLE (BT30)
9 KW 6.000 RPM

HAVA GIRISI @8mm MIN. 6 BAR

BU GIRIS TAKIM DEGISTIRME ICIN PNOMATIK

PISTONU AKTIF HALE GETIRMEK IGIN KULLANILIR.
MOTOR ICERISINDE ENTEGRE BIR SELENOID VALF
YOKTUR. MOTORUN YANINDA VERILEN SELENOID VALF
HAVA GIRISINE MUMKUN MERTEBE YAKIN BIR KONUMA
MONTE EDILMELIDIR.

380 v.200 Hz. SOGUTMA FANI

220 V. 50 Hz.
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AIR INLET @6mm
BU GIRIS KONIK TEMIZLIGI IGINDIR. KONIK TEMIZLEME ISLEMI
SADECE TAKIM DEGISTIRME PISTONU AKTIFKEN GERGEKLES-
TIRILMELIDIR. BURAYA SADECE TAKIM DEGISTIRME PISTONUNA
HAVA VERILDIGINDE HAVA VERILMELIDIR. AKSI TAKDIRDE RULMAN-
LARIN ZARAR GORME OLASILIGI VARDIR.
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ARFM.6T-L1 AUTOMATIC TOOL CHANGE SPINDLE (BT30)
9 KW 6.000 RPM

AIR INLET @8mm MIN. 6 BAR

THIS INLET WILL ACTIVATE THE PNEUMATIC
PISTON TO PERFORM TOLL CHANGE ACTION.
THERE IS NO INTEGRATED SELENOID VALVE,
THE EXTERNAL VALVE, CAN BE FOUND IN THE PACKAGE,
SHOULD BE PLACED AS CLOSE AS POSIBBLE TO THE AIR INLET
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THIS INLET IS FOR CONIC CLEANING, THE PRESURIZED AIR
APLLIED HERE WILL GO OUT THROUGH THE CONIC TAPER
OF THE SPINDLE IN ORDER TO AVOID DUST CONTAMINATION.
THIS INLET SHOULD ONLY BE USED WHEN THE PNEAUMATIC
PISTON IS PRESURIZED. OTHERWISE DAMAGES ON THE

BEARINGS IS POSSIBLE.
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