Oskoyi Ballbearing Company

EPX SERIES Polyamide Articulated Feet with Inox Bolt (13 SW)

CODE D M L L1 H Load
(mm)

(mm) | (mm) | (mm) | kg/pcs _>'—'<_
EPX40 0860 | 40 | MB8x60 90 60 30 400

EPX40 1060 | 40 | M10x60 | 90 | 60 30 400
EPX401260 | 40 | M12x60 | 90 | 60 30 400

EPX50 0860 | 50 | MB8x60 90 | 60 30 450 L Dl
EPX50 1060 | 50 | M10x60 | 90 | 60 30 450
EPX501260 | 50 | M12x60 | 90 | 60 30 450 L

EPX80 0860 | 80 | M8x60 90 | 60 30 500
EPX80 1060 | 80 | M10x60 | 90 | 60 30 500

EPX801260 | 80 |M12x60| 90 | 60 | 30 | 500 ’

EPX100860 | 100 | M8x60 | 100 | 60 | 40 | 600

EPX10 1060 | 100 | M10x60 | 100 | 60 | 40 | 600 Y %\
EPX101260 | 100 | M12x60 | 100 | 60 | 40 | 600 !

Stainless Bolted Polyamide Feet "

Polyamide based, articulated stainless steel bolt

Add (L) to the standard product code for the anti-slip rubber
pad and (S) for the addition of nut
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