












































































































µmmmd (*)

-4 -1231004

-4 -1231005

-4 -1260006

-5 -1460008

-5 -14600010

-6 -17600012

-6 -17600014

-6 -17600015

-6 -17600016

-7 -20600020

-7 -20600025

-7 -20600030

-9 -25600035

-9 -25600040

-9 -25600045

-9 -25600050

-10 -29600060

-10 -29600070

-10 -29600080

-12 -34600090

-12 -346000100

-12 -346000110

-12 -346000120

-14 -396000125 0/-2580.202.5-4.0NI-W12596.28

0/-2280.202.5-4.0NI-W12088.73

0/-2280.202.5-4.0NI-W11074.56

0/-2280.202.2-3.2NI-W10096.28

0/-2280.202.2-3.2NI-W9049.92

0/-1980.102.2-2.6NI-W8039.50

0/-1980.102.2-2.6NI-W7030.20

0/-1980.102.2-2.6NI-W6022.20

0/-1670.102.2-2.6NI-W5015.40

0/-1670.101.6-2.0NI-W4512.50

0/-1670.101.6-2.0NI-W409.87

0/-1670.101.5-1.9NI-W357.55

0/-1360.101.5-1.9NI-W305.55

0/-1360.101.5-1.7NI-W250.85

0/-1360.101.2-1.5NI-W202.47

0/-1150.101.1-1.5NI-W161.58

0/-1150.121.0-1.4NI-W151.39

0/-1150.120.9-1.3NI-W141.21

0/-1150.120.8-1.2NI-W120.89

0/-940.120.7-1.0NI-W100.62

0/-940.160.6-0.9NI-W80.40

0/-840.160.5-0.8NI-W60.23

0/-840.160.5-0.8NI-W50.16

0/-840.160.5-0.8NI-W40.10

µmµmmm/metermmkg

NI-W

ISO g6ISO h6

Roundness

(Maximum)DIN 6773

Surface hardness : 60-64 HRC

Surface roughness : max Ra = 0.2 microns

Lengths tolerances : ± 200 mm

Steel grades : Cf53; Ck55 (C55E); C60E

Made in Romania

شفت هاي سخت کاري شده و سنگ خورده مخصوص لینیر بوشینگ ها

Made in Romania

شفت هاي سخت کاري شده با روکش کرم و سنگ خورده مخصوص لینیر بوشینگ ها

µmmmd (*)

0/-1231004

0/-1231005

0/-1260006

0/-1560008

0/-15600010

0/-18600012

0/-18600014

0/-18600015

0/-18600016

0/-21600020

0/-21600025

0/-21600030

0/-25600035

0/-25600040

0/-25600045

0/-25600050

0/-30600060

0/-30600070

0/-30600080

0/-35600090

0/-356000100

0/-356000110

0/-356000120

0/-406000125 0/-2580.202.5-4.0NI-WV12596.28

0/-2280.202.5-4.0NI-WV12088.73

0/-2280.202.5-4.0NI-WV11074.56

0/-2280.202.2-3.2NI-WV10096.28

0/-2280.202.2-3.2NI-WV9049.92

0/-1980.102.2-2.6NI-WV8039.50

0/-1980.102.2-2.6NI-WV7030.20

0/-1980.102.2-2.6NI-WV6022.20

0/-1670.102.2-2.6NI-WV5015.40

0/-1670.101.6-2.0NI-WV4512.50

0/-1670.101.6-2.0NI-WV409.87

0/-1670.101.5-1.9NI-WV357.55

0/-1360.101.5-1.9NI-WV305.55

0/-1360.101.5-1.7NI-WV250.85

0/-1360.101.2-1.5NI-WV202.47

0/-1150.101.1-1.5NI-WV161.58

0/-1150.121.0-1.4NI-WV151.39

0/-1150.120.9-1.3NI-WV141.21

0/-1150.120.8-1.2NI-WV120.89

0/-940.120.7-1.0NI-WV100.62

0/-940.160.6-0.9NI-WV80.40

0/-840.160.5-0.8NI-WV60.23

0/-840.160.5-0.8NI-WV50.16

0/-840.160.5-0.8NI-WV40.10

µmµmmm/metermmkg

NI-WV

ISO g6ISO h7

Roundness

(Maximum)

 

DIN 6773

Surface hardness : 60-64 HRC

Surface roughness : max Ra = 0.2 microns

Lengths tolerances : ± 200 mm

Steel grades : Cf53; Ck55

Chrome thickness : 7-15 microns

Chrome layer hardness : 900-1100HV0.1
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